
La ventouse GGM AXM280LD est une ventouse en applique ayant une force de rétention de 280Kg. Elle peut être installée sur des portes métalliques, portes en 
bois, portes vitréee ou encore des portes incendie. Elle dispose d’une led pour statuer sur l’état de la ventouse ainsi qu’un contact d’état pour une éventuelle 
remontée à la centrale de contrôle d’accès.
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WIFI IP VIDEOSURVEILLANCE KIT
4 WIFI CAMERAS + WIFI NVR 
GGM KITWIFI4C

1 To included  
(1 week recording)

NVR H264 4 channels

RJ45 / WIFI 802.11b/g/n

• 4 ip Wi-Fi cameras H264 HD 1080p
• NVR wifi H264 4 cameras
• 1 optical mouse
• Power supply for the cameras and the NVR
• 1x 7 dBi antenna with 3 meters Patch Cord
• user manual

INCLUDED INTO   
THE GIGAMEDIA KIT

DOWNLOAD 
YOUR APP

FULL HD
1080P 
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INSTALLATION  IOS ANDROID
REMOTE ACCES

The WIFI IP KIT Gigamedia GGM KITWIFI4C is the perfect solution in order to 
protect smalls areas.

EASY
INSTALLATION

H264 HDMIFULL
HD 1 To
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MODEL
Model GGM KITWIFI4C
SYSTEM
Mode   Live, records, replay, save, network  
Password (security) Multi-level security 
IN / OUT
  4 x Wi-Fi 

+ 1 port RJ45 10/100
HDMI (Monitor Out)  1 HDMI Out supporting 720P, 1080P, 

1280x1024, 1366x768, 1440x900
VGA (Monitor Out)   1 VGA Out 720P, 1080P, 1024x768, 

1280x1024, 1366x768, 1440x900
Video Standard PAL / NTSC
RECORDING PARAMETERS
Codec  H.264 
Live / PPS  PAL : 60 pictures/s (4 x 15 pps)
Recording / PPS PAL : 60 pictures/s (4 x 15 pps)    
Resolution  PAL :1080P (1920 X 1080)
Recording Speed  PAL : 15 pictures/s
Recording Mode   Continu / schedule / alarm /  

motion detection 
Video Search Time / Channel / Event
Double Stream 1920 x 1080 at 15 PPS
 640 x 480 at 15 PPS
Smartphone Compatibility  Android / iOS 
Recording Resolution 1080P 4 In

STORAGE (HDD) 
Type 1 HDD Sata Location
Maximum Capacity 6 To maximum 
EXTERNAL CONNEXION
Mouse  Included
Wi-Fi Protocol 802.11 b/g/n
Network  1 RJ45 port 10/100
USB  2 USB 2.0 
Firmware Update Support USB update/Network   
POWER SUPPLY 
NVR DC 12V 5A
CAMERAS DC 12V 1A
WORKING TEMPERATURE 
 -20°C à +60°C 
ENVIRONNMENT 
humidity 10% - 90%
DIMENSIONS 
 257 (L) x 210 (W) x 45 (H) mm 
 Non rackable
WEIGHT (WITHOUT HDD)
 1 kg 
WARRANTY 
 2 years 

NVR’S
TECHNICAL DESCRIPTION

 VGA OUT

2 PORTS  
USB 2.0

NETWORK PORT
RJ45

POWER
12 V 5 A

HDMI OUT
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Monitor
GGM CCMLCD21PPHV CCTV Monitor LCD 21” HD (1920x1080) + Coax + HDMI

Storage
GGM HDD2TPUR  Hard drive 2 To purple
GGM HDD3TPUR Hard drive 3To purple

HDMI Patchcord
GGM CORDHDMI2M HDMI Video Patch Cord 1.4 High speed with Ethernet A/A 2 m (black)

SETTINGS
Sensor   1/3” Progressive Scan Sensor  

Hisilicon SC 2135
Effectives Pixels  1920 x 1080 16/9 
Light Sensibility  Color: 0.1 Lux;  N/B: 0.01 Lux
S/N Report > 39.1 dB
Infrared  15 to 20 m
OBJECTIF
Objectif  Fixed Focale
Focal lenght 4 mm (fixed focale)
WI-FI ANTENNA
IP Cameras 3 dBi
NVR 5 dBi
External 7 dBi

NETWORK
Network Interface RJ45 10/100 
Wi-Fi Protocol 802.11 b/g/n
VIDEO
Codec  H.264 
Resolution 1920 x 1080 16/9 Full HD
OTHER
Working Temperature -10°C à +55°C
Power Supply  DC 12V 
Protection  IP66
Consommation  6W 
Dimensions Ø 66 x 180 mm 
WARRANTY
  2 years 

CAMERAS
TECHNICAL DESCRIPTION

ADDITIONAL PRODUCTS


